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Bio-Monitor	
Astroskin	Device	(AD)	has	been	certified	according	to	the	following	
Standards:	
	
Emissions (EMC) 

 
 

• RE02	Limits,	MIL-STD-461F	RE102,	SSP	30238:	Radiated	Emissions,	electric	
field,	14kHz	to	15.5	GHz	

o SSP	57000	Rev	R,	paragraph	3.2.2.1.3	
o Hence	by	default	compliant	to	FCC	CFR	47:	2011,	Part	15,	Subpart	B,	

Class	B,	Radio	Frequency	Devices	
 
Immunity (EMI) 

 
	

• CE01	limit,	SSP	30238:	Conducted	Emissions,	30	Hz	to	20	kHz.	
o SSP	57000	Rev	R,	paragraph	3.2.2.1.1	

• CE03	limit,	SSP	30238:	Conducted	Emissions,	15	kHz	to	50	MHz.	
o SSP	57000	Rev	R,	paragraph	3.2.2.1.2	

	
 
Electrostatic discharge immunity (ESD) 

 
 

• Air	discharge	8kV	and	contact	discharge	of	15	kV	
o SSP	57000	Rev	R,	paragraph	3.2.2.1.1	
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BIO-MONITOR 

ASTROSKIN DEVICE (AD) 

for 
 

Carré Technologies 
5800 Saint-Denis, Bureau 402A 

Montreal, Canada 
H2S 3L5 

 
 
 
 
 

Mailing Address Contact Information 
Canadian Space Agency, 
David Florida Laboratory 
3701 Carling Avenue, 
P.O. Box 11490, Stn. H, 
Ottawa, ON 
K2H 8S2 
C A N A D A 
 

telephone: (613) 998-8355 
facsimile: (613) 991-9301 
e-mail:  richard.pare@canada.ca 
WWW:  http://www.dfl.asc-csa.gc.ca 
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